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Control units • CU 155

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon
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> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras

CU 155 – impressive versatility
The CU 155 is ideal for use wherever many connections are required in an extremely small space. There are 5 slots (6 as an option) for drives, 
handset and accessories. This control unit is supplied with power via an external AC or DC supply source, so the mains voltage is not 
connected directly to the control unit. 
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Control units • CU 155

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon

CU 155 

CU 230 

MBK 

MBL 

MBXL 

MCL 
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> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras
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Control units • CU 155

Pull-out protection Reversion adapter

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon

CU 155 

CU 230 

MBK 
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MCL 

SG 300 series 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras
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Control units • CU 155

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon

CU 155 

CU 230 

MBK 

MBL 

MBXL 

MCL 

SG 300 series 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras

Type of control unit  relay-free control, relay control, microprocessor control with customised programming

Protection classification  protection classification III

Protection category  IP 20

Supply voltage  24 V DC

Transformer type  external DC power supply (e.g. METRIO DC)

Operating mode  intermittent duty 2/18 min. or operating mode 10%

Output voltage  24 V DC

Connections for drives  1-4

Connections for operating elements  1

Ambient temperature  +5 up to +40 °C

Colours  black, light grey

We reserve the right to make technical alterations!

Note: Responsibility for DEWERT products when used for specific applications and for adherence to the appropriate guidelines, standards and laws is borne by the 
manufacturer of the complete system into which DEWERT products are fitted. We accept no liability for the correctness.
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Control units • CU 155

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon

CU 155 

CU 230 

MBK 

MBL 

MBXL 

MCL 

SG 300 series 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras

Protection category  IP 44

Connections for drives  5

Equipment options  reversion adapter

Assembly options  fastening drill-holes

Extension cable  extension cable available separately, 2500 mm, straight, black, PVC

Connection cable  black, straight, 100 mm, PVC

We reserve the right to make technical alterations!

Note: Responsibility for DEWERT products when used for specific applications and for adherence to the appropriate guidelines, standards and laws is borne by the 
manufacturer of the complete system into which DEWERT products are fitted. We accept no liability for the correctness.
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Control units • CU 230

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon

CU 155 

CU 230 

MBK 

MBL 

MBXL 

MCL 

SG 300 series 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras

CU 230 – a wide range of possibilities in a small area
The CU 230 offers even more connection possibilities for many special functions. At the same time, it requires very little space indeed. The 
voltage supply is via an external alternating or direct current supply, which ensures that the mains voltage is not connected directly to the 
control unit. 
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Control units • CU 230

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon

CU 155 

CU 230 

MBK 

MBL 

MBXL 

MCL 

SG 300 series 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras
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Control units • CU 230

Pull-out protection

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon
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> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras
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Control units • CU 230

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon

CU 155 

CU 230 

MBK 

MBL 

MBXL 

MCL 

SG 300 series 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras

Type of control unit  relay-free control, relay control, microprocessor control with customised programming

Protection classification  protection classification III

Protection category  IP 20

Supply voltage  24 V DC

Transformer type  external DC power supply (e.g. METRIO DC)

Operating mode  intermittent duty 2/18 min. or operating mode 10%

Output voltage  24 V DC

Connections for drives  1-7

Connections for operating elements  1-2

Ambient temperature  +5 up to +40 °C

Colours  black, light grey

We reserve the right to make technical alterations!

Note: Responsibility for DEWERT products when used for specific applications and for adherence to the appropriate guidelines, standards and laws is borne by the 
manufacturer of the complete system into which DEWERT products are fitted. We accept no liability for the correctness.
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Control units • CU 230

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon

CU 155 

CU 230 

MBK 

MBL 

MBXL 

MCL 

SG 300 series 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras

Protection category  IP 44

Assembly options  fastening drill-holes

Extension cable  extension cable available separately, 2500 mm, straight, black, PVC

Connection cable  black, straight, 100 mm, PVC

We reserve the right to make technical alterations!

Note: Responsibility for DEWERT products when used for specific applications and for adherence to the appropriate guidelines, standards and laws is borne by the 
manufacturer of the complete system into which DEWERT products are fitted. We accept no liability for the correctness.
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Control units • MBK

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon
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> Home

> Product  > Technical information  > Standard configuration  > Extras

MBK – the small solution with big effect
The MBK is the smallest of DEWERT´s control units. It offers connections for up to 2 drives and 1 handset. The power supply is via an external
voltage source, which means that the mains voltage is not supplied directly to the MBK. 
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Control units • MBK

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon
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> Home

> Product  > Technical information  > Standard configuration  > Extras
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Control units • MBK

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon

CU 155 

CU 230 

MBK 

MBL 

MBXL 

MCL 

SG 300 series 

> Home

> Product  > Technical information  > Standard configuration  > Extras

Type of control unit  from simplest relay control up to microprocessor control

Protection classification  protection classification III

Protection category  IP 20

Supply voltage  24 V AC

Transformer type  external AC power supply (e.g. METRIO AC)

Operating mode  intermittent duty 2/18 min. or operating mode 10%

Output voltage  24 V DC

Connections for drives  1-2

Connections for operating elements  1

Ambient temperature  +5 up to +40 °C

Colours  light grey, black

We reserve the right to make technical alterations!

Note: Responsibility for DEWERT products when used for specific applications and for adherence to the appropriate guidelines, standards and laws is borne by the 
manufacturer of the complete system into which DEWERT products are fitted. We accept no liability for the correctness.
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Control units • MBK

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon

CU 155 

CU 230 

MBK 

MBL 

MBXL 

MCL 

SG 300 series 

> Home

> Product  > Technical information  > Standard configuration  > Extras

Type of control unit  microprocessor control with customised programming

Protection category  IP 44

Equipment options  emergency lowering (only with IP 20)

Assembly options  mounting plate; as an alternative direct fixing to MEGAMAT, MULTIMAT B23, MULTIMAT 
B23R

Connection cable  black, straight, 4000 mm, PVC

We reserve the right to make technical alterations!

Note: Responsibility for DEWERT products when used for specific applications and for adherence to the appropriate guidelines, standards and laws is borne by the 
manufacturer of the complete system into which DEWERT products are fitted. We accept no liability for the correctness.
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Control units • MBL

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon
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> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras

MBL – the basic control unit
The MBL is a standard relay control unit suitable for a wide range of uses. The control technology and the voltage supply are combined in a 
compact housing which, if required, can be mounted directly onto various MEGAMAT single drives. 
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Control units • MBL

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon
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> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras
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Control units • MBL

Mounting plate

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon
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> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras
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Control units • MBL

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon

CU 155 

CU 230 

MBK 

MBL 

MBXL 

MCL 

SG 300 series 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras

Type of control unit  relay control

Protection classification  protection classification II

Protection category  IP 20

Power supply  220-240 V AC, 50-60 Hz

Transformer type  EI core max. 180 VA

Operating mode  intermittent duty 2/18 min. or operating mode 10%

Output voltage  24 V DC

Connections for drives  1-3

Connections for operating elements  1

Ambient temperature  +5 up to +40 °C

Colours  light grey, black

We reserve the right to make technical alterations!

Note: Responsibility for DEWERT products when used for specific applications and for adherence to the appropriate guidelines, standards and laws is borne by the 
manufacturer of the complete system into which DEWERT products are fitted. We accept no liability for the correctness.
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Control units • MBL

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon

CU 155 

CU 230 

MBK 

MBL 

MBXL 

MCL 

SG 300 series 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras

Protection category  IP 44

Power supply  100, 120 V AC 50-60 Hz; country-specific variants on demand

Equipment options  emergency lowering / mains cut-off (not with IP 44)

Assembly options  mounting plate; as an alternative, direct fixing to MEGAMAT

Mains cable  EURO-plug, black, straight, 4000 mm, PVC
GB-plug, black, straight, 4000 mm, PVC
JAP-plug, black, straight, 4000 mm, PVC
USA-plug, black, straight, 3100 mm, PVC, UL
AUS-plug, black, straight, 4000 mm, PVC

We reserve the right to make technical alterations!

Note: Responsibility for DEWERT products when used for specific applications and for adherence to the appropriate guidelines, standards and laws is borne by the 
manufacturer of the complete system into which DEWERT products are fitted. We accept no liability for the correctness.
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Control units • MBXL

> Single Drives  > Double Drives  > Lifting Columns  > Handsets  > Operating Elements  > Accessories  > Lexicon

CU 155 
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SG 300 series 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras

MBXL – the “big” MBL
The MBL technology which has proved to be so successful for many years, has now been incorporated in the MBXL, with the addition of 
several features. Up to 4 drives can now be connected. As an option, the MBXL is available with a single-fault protected control unit and a 
toroidal transformer. The housing is equipped with a device for direct fitting to various MEGAMAT single drives. 
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