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Double Drives • DUOMAT 1B

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives

DUOMAT 1B – the high-quality double drive for slatted bed frames
Numerous new features provide even more uses for this drive. Its quiet, powerful running action and its many equipment options mean that the 
DUOMAT 1B sets new standards in drive technology. 

Dienstbier
Hervorheben
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Double Drives • DUOMAT 1B

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives
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Double Drives • DUOMAT 1B

Drive variant with large motor 
casings

Snap-in locking device

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives
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Double Drives • DUOMAT 1B

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives

Drive type  double drive

Protection classification  protection classification II

Protection category  IP 20

Motor voltage  24 V DC

Operating mode  intermittent duty 2/18 min. or operating mode 10%

Type of load  push

Stroke  48 / 69 / 74 / 87 mm

Adjustment load  per side max. 6000 N (equivalent to max. torque 402 Nm)

Forces of pressure  7000 N (total for both drive sides)

Dynamic blocking force  12000 N

Power supply  220-240 V AC 50-60 Hz

Fitting dimension (B)  581 mm

Colours  light grey, ivory, black

We reserve the right to make technical alterations!

Note: Responsibility for DEWERT products when used for specific applications and for adherence to the appropriate guidelines, standards and laws is borne by the 
manufacturer of the complete system into which DEWERT products are fitted. We accept no liability for the correctness.
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Double Drives • DUOMAT 1B

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives

Protection classification  Protection classification I

Forces of pressure  10000 N, 12000 N (total for both drive sides)

Power supply  100, 120 V AC 50-60 Hz; country-specific variants on demand

Equipment options  infrared, emergency lowering, mains cut-off, memory, toroidal transformer (only as 10000 
N drive)

Mains cable  EURO-plug, black, straight, 3800 mm, PVC
GB-plug, black, straight, 3900 mm, PVC
JAP-plug, black, straight, 3900 mm, PVC
USA-plug, black, straight, 3900 mm, PVC, UL
AUS-plug, black, straight, 3900 mm, PVC

We reserve the right to make technical alterations!

Note: Responsibility for DEWERT products when used for specific applications and for adherence to the appropriate guidelines, standards and laws is borne by the 
manufacturer of the complete system into which DEWERT products are fitted. We accept no liability for the correctness.

Dienstbier
Hervorheben



DEWERT file:///D:/catalogue/en/2/20/drives.html

1 von 1 22.06.2007 07:22

Double Drives • DUOMAT 1B

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives

Type  MONOMAT, DUOMAT, TRIOMAT, QUADROMAT

Adjustment speed**  up to 4.8 mm/s

** depending on the drive configuration and the control components which are used
We reserve the right to make technical alterations!

Note: Responsibility for DEWERT products when used for specific applications and for adherence to the appropriate guidelines, standards and laws is borne by the 
manufacturer of the complete system into which DEWERT products are fitted. We accept no liability for the correctness.
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Double Drives • DUOMAT 5

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives

DUOMAT 5 – the economical double drive for slatted bed frames
The housing design ensures space-saving, easy installation. 

Dienstbier
Hervorheben



DEWERT file:///D:/catalogue/en/2/21/construction.html

1 von 1 22.06.2007 07:19

Double Drives • DUOMAT 5

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives

Dienstbier
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Double Drives • DUOMAT 5

Mains cable outlet with anti-kink 
protection

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives

Dienstbier
Hervorheben
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Double Drives • DUOMAT 5

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives

Drive type  double drive

Protection classification  protection classification II

Protection category  IP 20

Motor voltage  24 V DC

Operating mode  intermittent duty 2/18 min. or operating mode 10%

Type of load  push

Stroke  48 / 64 / 69 / 74 / 87 mm

Adjustment load  per side max. 4500 N (equivalent to max. torque 302 Nm)

Forces of pressure  7000 N (total for both sides)

Dynamic blocking force  10000 N

Power supply  220-240 V AC 50-60 Hz

Fitting dimension (B)  581 mm

Colours  light grey, ivory, black

We reserve the right to make technical alterations!

Note: Responsibility for DEWERT products when used for specific applications and for adherence to the appropriate guidelines, standards and laws is borne by the 
manufacturer of the complete system into which DEWERT products are fitted. We accept no liability for the correctness.

Dienstbier
Hervorheben
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Double Drives • DUOMAT 5

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives

Forces of pressure  9000 N (total for both sides)

Power supply  100, 120 V AC 50-60 Hz; country-specific variants on demand

Equipment options  connection possibility for vibrators/massage equipment, emergency lowering, mains 
cut-off

Mains cable  EURO-plug, black, straight, 3800 mm, PVC
GB-plug, black, straight, 3900 mm, PVC
JAP-plug, black, straight, 3900 mm, PVC
USA-plug, black, straight, 3900 mm, PVC, UL
AUS-plug, black, straight, 3900 mm, PVC

We reserve the right to make technical alterations!

Note: Responsibility for DEWERT products when used for specific applications and for adherence to the appropriate guidelines, standards and laws is borne by the 
manufacturer of the complete system into which DEWERT products are fitted. We accept no liability for the correctness.

Dienstbier
Hervorheben
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Double Drives • DUOMAT 5

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives

Type  DUOMAT, TRIOMAT, QUADROMAT

Adjustment speed**  up to 5.4 mm/s

** depending on the drive configuration and the control components which are used
We reserve the right to make technical alterations!

Note: Responsibility for DEWERT products when used for specific applications and for adherence to the appropriate guidelines, standards and laws is borne by the 
manufacturer of the complete system into which DEWERT products are fitted. We accept no liability for the correctness.
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Double Drives • DUOMAT 6

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives

DUOMAT 6 – the economical double drive for of slatted bed frames
The housing design ensures easy, space-saving installation coupled with a smooth, easy-to-clean housing surface.

Dienstbier
Hervorheben
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Double Drives • DUOMAT 6

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives

Dienstbier
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Double Drives • DUOMAT 6

Mains cable outlet with anti-kink 
protection

> Single Drives  > Lifting Columns  > Control units  > Handsets  > Operating Elements  > Accessories  > Lexicon

DUOMAT 1B 

DUOMAT 5 

DUOMAT 6 

DUOMAT 7 

DUOMED 

> Home

> Product  > Technical information  > Product details  > Standard configuration  > Extras  > Available drives

Dienstbier
Hervorheben


